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Langara. EPILOG STARTUP & EXHAUSTS

1

How To Laser & Engrave; a Rubber Stamp.

1a - Make sure the honeycomb bed is in the laser.

1b - Lift up the "ruler" side and end plates to install
or take out.

1c -Turn on the laser, the power switch is on the left
side, at the back, at the bottom.

1d - Open the vent on the heating duct tubing to
the right of the Epilog Mini. Pull the vent up to open
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Langara. FANS & ILLUSTRATOR

2a - Turn on the compressor that is located behind
and to the left of the Epilog.

2b - Turn on the fan switch EF-3, that is located on
the wall to the right of the Epilog.
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gara.

MAKERSPACE

Open up or create your file in Adobe lllustrator.

Your file needs to be RGB.
Color Mode is under FILE/DOCUMENT COLOR MODE

Your file's maximum size should be:
18" wide and 12" high.

3a - Use pure Black (RO, GO, BO) for engraving.

3b - Use pure Red (R255, GO, BO) for cutting.

ngara.

MAKERSPACE

3¢ - To Cut, your stroke must be .001pt.
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Langara. STAMP SETUP- ILUSTRATOR

L1 File Edit Object Type Select EMect View Window Hep | B [~

Mo Selacticn v & v Sroke : w — fasic v Sty v Opachyi 100 3 %  DocumentSehup | Prefeences | T Y|

: MAKERSPACE-STAMP.ai @ 300% (CMYIK Freview) (2
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4a- Open up your stamp file in Adobe lllustrator.
A3TTIE 20UIHT AINAM . . .
===|  Your stamp should be a mirror image, with the

. .B'I.Bgﬂ.sll F“:ﬁ protuding part being white, and the stamp body

being black.

d0A92HIdNAM

OED CNEEFARARORRNND/ Se R T B

D [File] edit Object Type Select Effect View Window Help | [B [HE v

] Mew... Ctr+N I Basic v Skyle: W Opacity: | 100 ¥ % | Document Setup ' Preferences HR:H

Hﬁ Hﬁ::m.hmpmm Shiﬁi::g 1....|,..U.z..u.i.?...p..,11’%..:...3...”...U%..u...“'...u...*3..:. 4b_C|iCkon FiIe/Print'

Open Recent Files
Browse in Bridge... Alt+Ctrl+ O

Share My Screen...
Device Central...

Cloze Crl+W
Save Ctrl+5S
Save As... Shift=Ctrl+5

e o s AdTTdd 2IUIHT dNAM

Save as Template...
Save for Web B Devices... Alt+Shift+ Ctrl+=5
»
Document Setup... Alt+ Ctrl+P
Document Color Mode

jA9cHINAM

Exit

4c - Place your file in the top left corner.

Customn

inter: | 2020 Epilog Engraver WinX64d

o | 4d - Click on Print.

General

General

Copies: [C]Reverse Order
Output

Graphics @ all [Jignore Artboards
Advanced Range: Skip Blank Artboards

Summary

— Media

Size: Transverse

(2] C< RE R

Placement: X

(® Do Not Scale
O Fit to Page

(O Custom Scale: W: | 100

O Tile Full Pages
Scale: W: 100

Tile Range:

Visible & Printable Layers

Print
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Langara. JOB MANAGER

e 5

L5 Container 3D Potter 10 Ultimaker ...

Super

I3 cpilog Job Ma

5a - Startup Job Manager.

LASER

SYSTEM ~I > b 5b - Click on the JOBS tab.

New Machine ( New Machine ) > ( Uncategorized Jobs ) >( MAKERSPACE-STAMP )
MAKERSPACE STAMP - 5¢ - You should see your job below.
) Only View Jobs For Legend Machines DOUble CIiCk on it.

Note: Hidin 5 Zing Machines Due To Incompatibilities

¥ Uncategorized Jobs C _ 2 Items
B e U

MAKERSPACE-STAMP

Last Printed: | 06/07/2022 3:10 pm Basic 600DPI Speed

Created: | 06/07/2022 3:10 pm Raster Engraving | 50 %
Thickness: 0.000 / 0.000 Vector Cutting | 50 %

2020 Epilog Engraver WinX64

Job Folders S163085.]

Job Information

foe 5d - Now click on the Import Material Settings icon.

Auto Focus  @On O Off Basic 600 DPI Speed

Thickness (in.) 0.000 Raster Engraving | 50 %
Vector Cutting | 50 %

Offset (in.) 0.000
Speed Comp O On ® Off .

Power Comp OOn ® Off

Information Colors History Notes Preview

Page Width (in.) 18 Vector Sorting | Optimize

Page Height (in.) 12

Centering OOn @ Off
Center X (in.) 0.000
Center Y (in.) 0.000 EIREERDVALGIRELTYY

B£18306.1

d0AQ2HIANAM

Engraving Direction QUp ® Down
Laser Source (@ C02 OFiber

B =
» Load Material Library Item

I Select Library Setting

5e - Select the Material category.

).

New Machine ( New Machine ) > ( Rubber/Stamps (Epilog) ) > ( Rubber/Rubber Stamps (Epilog) )

Rubber/Rubber Stamps (Epilog 5f - Select the type of material you are using, or as
close to the material type as possible.

- HubberfﬂubberStamps{EpilﬂgJ 5 R
foo—

Rubber/Rubber Stamps 300 DPI

A .
| Speed Comp: Enabled Basic Speed | Power | Freq. 5 g - CI | C k 0 n Save .
2020 Epilog Engraver WinX64 Power Comp: Disabled Raster Engraving | 10 % | 100 % -
atenal Folders Thickness: Disabled Vector Cutting [ 15 %[ 100 % | 100 | )
e ey Rubber/Rubber Stamps 400 DPI )

Plastic (Epilog)

veed Comp: Enabled Basic Speed | Power | Freq.
bwer Comp: Disabled Raster Engraving | 20 % | 100 % - |
Thickness: Disabled VectorCutting [ 15 % | 100 % | 100 |

Leather (Epilog)

Marble (Epilog)

o

Mat Boards (Epilog) Rubber/Rubber Stamps 600 DPI

l
l
l
[
[
l

Melamine (Epilog) Speed Comp: Efnabled Basic Speed | Power Freq.
Power Comp: Disabled Raster Engraving | 30 9% | 100 % -
St. Steel w/ Cerdec (Epilog Thickness: Disabled Vector Cutting [ 15 9% | 100 % | 100 |

Rubber/Stamps (Epilog)

Job Information 5 B55re
NEYATSN iAKERSPACE-STAMP —

Auto Focus

5h - Make sure Auto Focus is On.

Basic 600 DPI Speed

Thickness (in. Raster Engraving [ 30 % 5i - Click on the Print icon.

Offset (in.) Vector Cutting | 15 %

Speed Comp

Power Comp 5J - CIle on SaVe.

Information Colors Preview

Page Width (in.) 18 Vector Sorting | Optimize
Page Height (in.) 12

Centering OOn @® Off

Center X (in.) 0.000
Center Y (in.) 0.000 Ad1T1d49d 2dUIHT aHAM

B£163M16.1

40A9SHANAM

Engraving Direction QUp ® Down

Laser Source (®©C02 OFiber
Vector Grid OOn ® Off

e .
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Langara. LOADING THE MATERIAL & OPERATING THE EPILOG MINI

O O @ M T 6a - Your job should now appear in on the Epilog

Go  Stop  Reset & ' ' . Mini Laser's display/Control panel.

Home

e .. 60 &

6b - Lift up the glass top and load in your material,
butting it up to the rulers on the left top edge.

Make sure your material is lying flat, and is not up on
the rulers any where.

. = - P *
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R e e Ty Sy u

Ay -The fan is on

. ._1‘-":_‘ . —
- - o i

g

EESS - The compressor is on

.
g,

- -,

S -The Vent is up on the fan duct tubing (see 1d).

6¢C - Press the green Go button.

Go Stop Reset

I .:. R ..1. Lt - | 1 1 :i.
Data Q @ _ Pointer

Maint  Config

6d - The bed/your material should now raise up to
the laser head to Auto Focus....

6e - If it does not auto focus, but instead starts the
laser process, press stop and talk to the Tech.

6f - Once it completes the Auto Focus, the head will
il start any Engrave operations (moving quickly from
T— e e ——— side to side). This will be followed by any cutting
LiJ...L..\ 110 L_l\\\x\a\L\ \x Operations.

‘T’“ﬁ‘i Wﬁt

1'

Once the machine is finished, lift the glass and
remove your parts.

Turn off the compressor, the fan and close the vent.
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